Appendix B: Overhead Crane/Hoist Inspection Checklist

Dwverhead Crana/Hoist Inspection Checklist
{Daily or Before Each Use)

DeptDiv: crang & Bidg. #: Date:

Cperator Mame: Life MNo.:

|:I Locate Crane Main Disconnect Switch

Check Pendant Controls of Controllers or Selector: Ulp, Down, Easf, West, North, and Soulh

Check Wire Rope of Chain for Damage: On main hoist and aux for wom, eut, kinkee, crushed.
spooling, or birdeaged cable

Check Hooks: Rent, spread, cracked, and safety latch
Check Upper Limit Switch: Hook blsck step

Check far Reverse Reeving: Hoist cable direction

Check Brake System: Load, trofley, bridge, and holst motor

Check Trolley Travel

Check Bridge Travel: Make sure Wmils and sfops are in place and working.
Make sure nothing Is in the way of load fo be Iifted during traval

Check Hoist Gearing System: Any unusual noises
Check Rails During Operalion: Locse bolls, rall clamps, unusual wear
Check Lubrication: Leaks, excess grease

Review Weight Limits: Scale must be vsed § it weight is unknown

Inspect Rigging Equipment to be Utilized: Slings, shackles, rope guides, vse personnal
protactive eguinmeant

Na Defects Naoted
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ole:  Personnel using BML maleral handling equipment shall be a current holder of a Safefy
Awaraness Cerificate (SAC Card).

Caution:  If any malfunction or any unususl noises, STOP using the Crane/Hoist and contact Laadman,
Supervisor, or ESH Coordinator immesdiatehy,

Lse Back of The Checkiist to Deseribe Defects
This Farm Shall Be Kept on File And Be Availabls For Al Inspections
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